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TEST REPORT OF ALUMINUM STRIP COATING SYSTEM

NPOTOKOJ1 UCMbITAHUIA TAKOKPACOYHOIO NOKPLITUA AJIIOMUHUEBOW IEHTD

The painted aluminum strip samples are produced on the

coil-coating line at Alutech Incorporated LLC.

All colours have been tested at the Coil Coating laboratory
of BASF Coatings GmbH in Minster, Germany
(Date March 2014).
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(AaTa: Mapr, 2014 r.).
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TECHNICAL PERFORMANCE OF ALUMINUM STRIP FOR SHUTTER BOXES

PE3Y/IbTATbI MCMbITAHUA ANIOMWUHUEBOW NIEHTbI AR KOPOEOB

TEST / UcnbitaHue SPECIFICATION / 3HaueHue RESULT / Pe3synbTat
EN 13523-3. Color difference / OTknoHeHwe usera DeltaE<1 OK / CooteercTeyer
EN 13523-4. Pencil hardness / Teepaocts noKpbITMA HB OK / CooTeetcteyer
EN 13523-7. T-bend / T-63ng (O1cnoenue Ha crube) oT OK / CooTserctByeTt

EN 13523-8. Acid- Salt spray / CTOiKOCTb B CONRHOM TymaHe

1000 hours/1000 yacos OK / CootBeTcTBYET

EN 13523-11. MEK test / M3K tecrt

> 100 cycles/ > 100 unknos OK / CooteeTcTBYET

DIN ISO EN 13523-6 Erichsen Tiefung
cross cut / mm / adhesion / Aaresaus metogom peweryartbix
HaApe30B C BbITAXKEHUEM NO IpUKceHy/Mm

0-8mm
no loose of adhesion/0-8mm 6e3
noTepu agresmu

OK /CooteercrByer

EN 10169 Weather Resistance Part 2 for PU/PA and PE
Coatings/ Knacc atmocdepocroiikocru, TpeboBanmsa yacts 2, ans
NOKpbITHIA Ha ocHose MY/NA (nonnypertana/nonnamuga ) u N3
(nonnadupa)

Weather resistance RUV3/Knacc
atmocdepocroiMkoct RUV3

OK /CooTteercteyeT

The results have been found according to the latest ECCA
(European Coil Coating Association) test methods (status
March 2010).

It can be confirmed that the prepainted strip samples

[aHHble pesynbTatbl BblAM NOAyY4EHbI COrNACHO NOCNEAHMM
MeToAaM MUCNbITaHUH (N0 COCTOAHMIO Ha mapT 2010) ECCA
(EBponeiickas Accouuauuna [pousBoAUTENEH OKPAWEHHOro
meranna).
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The data contained in

Ba
is publication are based on n‘hrar':grr%nl knowledge and exper:encamﬂu‘ﬂgﬁﬁsw factors that may
affect processing and application of our products, these data do not relieve processors fi
and tests; neither do these data imply any guarantee of certain properties, nor the sunamlr%

BASF Coatings GmbH
Glasuritstrasse 1
48165 Minster

their own investigations
of the products for a specific purpose.

Any descriptions, drawings, photographs, data, proportions, weights etc. given herein are for general information purpose only;
they may change without prior information and do not constitute the agreed contractual quality of the products (product
specification). It is the responsibility of the recipient of our products to ensure that any proprietary rights and existing laws and
legislation are observed,
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